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(5) After the chamber has been plugged in, and the compressor has shut 
off, it is now time to turn on the main "OFF/ONY switch. Shortly 
after the main "OFF/ON" switch has been moved to the "ON" position 


the compressor will start to operate, ys 


ih Rome YOUR TEMPERATURE PROGRAM: 


One 24-hour timeclock and two (2) set points of the Sherer dual electronic 
control (one set point marked "DAY", and the other marked "NIGHT") control 
and program the temperature of the growth chamber. 


As stated previously, the operating temperature range is 50° FP. to 110° F, 
with all lights "ON" and 40° F, to 110° F. with all lights "OFF", 


We recommend the following procedure for setting your temperature program: 


(1) Decide on a given temperature within the temperature range of the 
chamber, which is to be your day setting. 


(2) On the Sherer electronic dual temperature controller, turn the 
knob marked "DAY" clockwise or counter clockwise to the chosen 
temperature. 


~ 
(3) Decide on a given temperature within the temperature range of the 
chamber which is to be your night setting. 


“ (4) On the Sherer electronic dual temperature controller , turn the 
knob marked "NIGHT" clockwise or counter clockwise to the chosen 
temperature. 


(5) Now decide length of time or duration chamber should operate at . 
day temperature setting and at the night temperature setting, e.g. 
12 hour day, 12 hour night; 20 hour day, 4 hour night; 4 hour day, 
20 hour night, etc. 


(6) Loosen the thumbscrew on the "ON" (bright) tripper and slide tripper 
around dial to hour that "DAY" temperature should come on, Re-tighten 
thumbscrew. 


(7) Now loosen the thumbscrew on the "OFF" (dark) tripper and slide tripper 
around dial to hour that "DAY" setting should go off and "NIGHT" 
temperature should come on. Re-tighten thumbscrew. 


(8) Now set proper time of day on timeclock by turning dial in clockwise 
direction until correct time is indicated by black pointer, stanped 


'time'. Do not try to turn pointer. The temperature timer will now 

automatically control and cycle the temperature program you have set. 
(9) When the temperature timer is in the non position, the chamber 

temperature is controlled by the "DAY" setting. When the temperature 


timer is in the "OFF" position, the chamber is controlled by the 
"NIGHT" setting. 


SETTING YOUR LIGHT PROGRAM: 
Pluorescent and incandescent lights in the growth chamber model CEL 8 are 


controlled and programmed through one 24-hour timeclock and two manually 
controlled toggle switches. 
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